
Offshore
Vessel Monitoring System

Dyena OFFSHORE enables vessel 
operators to maintain operational 
oversight, maximising productivity 
and increasing wellbeing of staff. 
Developed in response to customer 
demand and engagement, it focuses 
on the industry-wide drive to reduce 
operating costs and improve safety.

Reduce Operating Costs
Condition based maintenance
Warranty protection
Examine data for cause of damage
Stay within operational limits

Safeguard Crew
Take preventative action
Improve training
Identify strengths and weaknesses

Suitable for all vessel types
Installed on 5 m to 190 m vessels
Inshore patrol
Wind turbine transfer
Monitoring crew, vessel or cargo

Solid Secure Hardware
IP67 rugged housing
Internal back up power
Encrypted data storage
Simple to fit and setup

Maintenance Free
Over 2 year memory
Data uploaded via wi-fi
Auto calibration

Connected  vessel monitoring and crew tracking 
for increased safety and performance

For operators and agencies requiring vessel 
and crew monitoring, the OFFSHORE 
Professional system provides high resolution 
data to support a wide range of offshore 
activities.

Vessel accelerations are recorded at 25 hz  
alongside speed, time and position. Auxiliary 
sensors monitor accelerations throughout the 
vessel, recording all data to the central unit.

Condition monitoring sensors for shock 
mitigating seats ensure that the crew are 
adequately protected in all sea condition and 
integrated smartphone apps provide 
improved welfare for remote workers.

Crew tracking operates via wireless ID cards to 
automatically record the personnel onboard 
for each transit. Data is uploaded 
autonomously to the remote server or 
downloaded to a USB memory device.

Professional

Connected Monitoring
Automatic uploads to remote server
View data via online portal
Stay connected across the globe



External LED Indicator
Visualise accelerations

6 daylight readable LEDs
Customisable thresholds

Remote Sensors
Monitor accelerations 

throughout vessel
Data recorded in central unit
Up to 16 sensors connected 

on CANBUS network

Seat Sensors
Monitor shock mitigating 

seating
Check condition of 
suspension system

Evaluate impact reduction 

Acceleration Sensor
3 Axis accelerometer +/- 16g

Recording peaks every 
second

Recorded Data
X, Y, Z peak accelerations 

(25 hz)
COG, SOG, position, time

Memory Capacity
720 days
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Integrated Apps to 
support personnel

Monitor, Review, Protect

Vessel data recorded to the 

onboard memory

Autonomous uploads 

to remote server

View data from 

the online portal

Data copied to USB hard 

drive for offline review

Autonomous uploads to 
remote server

Data copied to 
USB hard drive for 

offline review

View data via the 
online portal

Vessel data recorded to the 
onboard memory


